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Sma「t WEB Managed Switch, which adopts Realtek new generation high-performance platform; Support flexible

802.1 Q VLAN, port monito「ing, port convergence, bandwidth control applications and other network management functions, 
and easily adapt to the cur「ent complex network application environment. I t  is suitable for hotels, campuses, factory
dormitories and enterprises to establish economic and efficient networks 

Characteristic 

• Support the combined use of multiple types of ports, which is convenient for users to flexibly network and meet the networking 
needs of various scenarios 

• Each port supports MDI/MDIX automatic rollover and duple劝ate self-negotiation 

• Support IEEE 802.3af/aVpoe++/BT.(PoE switches only) 

• Support IEEE 802.3x full-duplex flow control and Backpressure half-duplex flow control 

• Support IEEE 802.1 Q VLAN, and users can flexibly divide VLANs according to thei『needs

• Support port monitoring, and copy a data packet of the monitored port to the monito『ingport to「ealize network monitoring 

• Support the management and maintenance of equipment through the Web interface 

• Support port convergence, effectively increase link bandwidth,「ealize link backup and improve link reliability. 
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Product Name Smart WEB Managed Switch Smart WEB Managed PoE Switch 

Fixed Port 8* 10/ 100/ 1000/2500/5000/1 OOOOM bps RJ45 Po rt 8"10/100/1000/2500/5000/lOOOOM bps RJ45 PoE Port 

POE Port z 
1 Port IEEE802 3af/at/bt (HiPoE) MAX90W 
2-8 Port'IEEE802 3af/at MAX30W 

CPU 800MHz MIPS-34KcCPU 

DDR 4G DDR3 4G DDR3 

RAM 512MBytes 512MBytes 

FLASH 512MBytes 512MBytes 

Bandwidth 160Gbps 160Gbps 

Packet Forwarding 119 04Mpps 

MAC Address 16K 

Performance Store and forward 

Net work standards IEE E802.3, IE EE802.3 u, IEE E802.3a b、IEEE802.3z, IE EE802.3x 

Port Specification Supports MD 1/M DIX automatic flipping and duplex/rate self negotiation 

Transmission Mode Store and Forward(full wirespeed) 

!OM Cat3,4,5 UTP(=250 meter) 
lOOM: Cats or later UTP(=150 meter) 

Transmission lOOOM Cat6 or later UTP{=l50 meter) 

Distance 2 SG • Cat6 or later UTP(=lSO meter) 
5G Cat6 or later UTP (=90 meter) 
lOG Cat6 or later UTP (=80 meter) 

PWR: Power indicator (green) 
PWR Power indicator {green) 
SYS: System indicator(green) 

SYS: System indicator{green) 
RJ45 left lOG Link/Act LED (orange) 

LED Indicator 
RJ45 left:10G Link/Act LED {orange) 

SG Link/Act LED (green) 
SG Link/Act LED (green) 

RJ45 right 2 SG Link/Act LED (orange) 
RJ45 right 2 SG Link/Act LED (orange} 

Link/Act LED (green) 
Link/Act LED (green) 

PoE:PoE LED (orange) 

No-load power <C14W 

Power input 100-240Vac50/60Hz OBA 100-240Vac 50/60Hz 2A 

Total power -Z 180W 

operating temperature -10°c~ss•c 

Usage environment 
Storage tem peratu re:-40"C~7 s·c 
Operating humidity:10%~90% RH Non coagulation 
Storage humidity:5%~90% RH Non coagulation 

Prod uctsize/Packi ngsize 333mm*195mm*45mm 
(L*W*H) 410m m*27Bm m*95m m 

NW/G.W (kg) 1,9 kg/2.15 kg 2,l 7kg/2, 77kg 

I nsta l lati on Desktop/rack mounted 

Lightning protection level 
6KV8/20us, 
IP30 

Warranty Whole device for 1 year(Accessori es not in cl u dad) 




